


Specifications

Specifications

Medium Static Pressure Duct

Arc Duct
Model MIH56T3N18 MIH71T3N18 MIH80T3N18
Power supply 1-phase, 220-240V, 50Hz
kw 56 7.1 8
Capacity
Cooling' kBtu/h 19.1 24.2 273
Power input W 58 65 108
kw 6.3 8 9
Capacity
Heating? kBtu/h 215 273 307
Power input w 58 65 108
Air flow rate® mi/h 900/800/761/682/603/ 549/470 1145/1033/957/860/763/671/580 1400/1327/1249/1175/1095/1026/960
External static pressure® Pa 10 (10-50) 10 (10-50) 20(10-80)
Sound pressure level® dB(A) 36/34.5/33.5/32.5/ 31/29/27 37/35/34/32.5/31/30/29 36.5/35.5/34.5/33/32/31.5/30.5
Sound power level dB(A) 56/54/52/50/48/46/44 57/55.5/54/52/50.5/49/47 57/56/54.5/53.5/52/51/49.5
Net dimensions®
(WXHXD) mm 900x199x450 1100x199x450 1600x199x450
Unit Packed dimensions
(WX HXD) mm 1065%255%525 1300%x255x525 1780x250x525
Net/Gross weight kg 16.5/19.5 20/235 28/325
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm 06.35/012.7 @9.52/215.9 ©9.52/215.9
connections Drain pipe mm 0D @25
Model MIH90T3N18 MIH112T3N18
Power supply 1-phase, 220-240V, 50Hz
kw 9 1.2
Capacity
Cooling' kBtuzh 30.7 382
Power input W 108 128
kw 10 125
Capacity
Heating? kBtu/h 34.1 42.7
Power input W 108 128
Air flow rate? m/h 1400/1327/1249/1175/1095/1026/960 1620/1522/1433/1343/1254/1170/1080
External static pressure? Pa 20(10-80)
Sound pressure level® dB(A) 36.5/35.5/34/33/32/31.5/30.5 39.5/38/36.5/35/34/ 32.5/31.5
Sound power level dB(A) 57/56/54.5/53.5/52/51/49.5 60.5/59/57.5/55.5/54/52.5/50.5
Net dimensions®
(WXHXD) mm 1600x199x450 1600x199x450
Unit Packed dimensions
WX HXD) mm 1780%250x525 1780%250%x525
Net/Gross weight kg 28/325
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm @9.52/015.9
connections Drain pipe mm 0D @25

Model MIH15T2N18 MIH22T2N18 MIH28T2N18
Power supply 1-phase, 220-240V, 50Hz
kw 1.5 22 28
Capacity
Cooling kBtu/h 5.1 75 96
Power input W 33 36 40
kw 18 25 32
Capacity
Heating? kBtu/h 6.1 85 109
Power input W 33 36 40
Air flow rate? mi/h 470/438/407/375/343/312/280 500/467/433/400/367/333/300 540/503/467/430/393/357/320
External static pressure® Pa 30 (10-160)
Sound pressure level® dB(A) 26.5/26/25/24/23/22.5/22 26.5/26/25/24/23/22.5/22 26.5/26/25/24/23/22.5/22
Sound power level dB(A) 46/44.5/43/41.5/40/38.5/37 47/45.5/44/42.5/41/39.5/38 47/45.5/44/42.5/41/39.5/38
Net dimensionss
(WXHXD) mm 600x245%750
Packed dimensions
Unit
(WXHXD) mm 765%305%885
Net/Gross weight kg 18.5/21 18.5/21 18.5/21
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm ©6.35/012.7
connections
Drain pipe mm OD @25
Model MIH36T2N18 MIH45T2N18 MIH56T2N18
Power supply 1-phase, 220-240V, 50Hz
kw 36 45 56
Capacity
Cooling' kBtu/h 123 154 19.1
Power input W 50 70 70
kw 4 5 63
Capacity
Heating? kBtu/h 137 17.1 215
Power input W 50 70 70
Air flow rate? m*/h 575/535/495/455/415/375/335 665/623/580/538/495/453/410 970/904/838/773/707/641/575
External static pressure* Pa 30 (10-160)
Sound pressure level® dB(A) 29/28/27/26/25/23/22 33/32/29.5/28/26.5/25/24 33/32/31/30/27.5/26/25
Sound power level dB(A) 50/48.5/47/45/43/41/39 53/51/49/47/45/43/41 55/53/51/49/47/45/43
Net dimensions®
(WX HXD) mm 600x245%750 800x245x750
: Packed dimensions
Unit
(WXHXD) mm 765%305%885 965x305%885
Net/Gross weight kg 18.5/21 19.5/22 24/275
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm 06.35/012.7
connections
Drain pipe mm OD @25

Notes:

1. Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.
2. Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.
3. Fan motor speed and air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.

4. Stable operation external static pressure range. (Note: setting external static pressure outside the unit's optimal static pressure range may lead to higher noise levels and lower airflow rate. For the optimal
external static pressure range refer to the unit's installation manual.)

5. Sound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.5m below the unit in an anechoic chamber.
6. The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual.

Notes:

1. Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.
2. Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.
3. Fan motor speed and air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.

4. Stable operation external static pressure range. (Note: setting external static pressure outside the unit's optimal static pressure range may lead to higher noise levels and lower airflow rate. For the optimal
external static pressure range refer to the unit's installation manual.)

5. Sound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.5m below the unit in a semi-anechoic chamber.
6. The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual




Specifications

Medium Static Pressure Duct

Model MIH71T2N18 MIH80T2N18 MIH90T2N18
Power supply 1-phase, 220-240V, 50Hz
kw 7.1 8 9
Capacity
Cooling' kBtu/h 242 273 30.7
Power input W 96 102 110
kw 8 9 10
Capacity
Heating? kBtu/h 273 30.7 34.1
Power input W 96 102 110
Air flow rate® mi/h 1150/1068/986/904/822/740/660 1355/1263/1172/1080/988/897/805 1420/1323/1225/1128/1030/933/835
External static pressure® Pa 30(10-160) 40 (10-160) 40(10-160)
Sound pressure level® dB(A) 35/33.5/32/30.5/29/27.5/26 37/355/34/32.5/31/29.5/28 37/355/34/32.5/31/29.5/28
Sound power level dB(A) 58/56/54/51.5/48/47/45 59/57/55/53/51/49/47 59/57/55/53/50.5/48/46
Net dimensions®
(WX HXD) mm 800x245x750 1050%x245x750
Unit Packed dimensions
(WXHXD) mm 965%305%885 1215x305%885
Net/Gross weight kg 25/285 30/340 31/35.0
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm @9.52/@15.9
connections
‘ Drain pipe mm 0D 225
Model MIH112T2N18 MIH125T2N18 MIH140T2N18 MIH160T2N18
Power supply 1-phase, 220-240V, 50Hz
kw 1.2 125 14 16
Capacity
Cooling' kBtu/h 382 427 47.8 546
Power input W 138 172 172 210
kw 12,5 14 16 18
Capacity
Heating? kBtu/h 427 47.8 546 614
Power input W 138 172 172 210
Air fl s | 1950/1817/1683/1550/ 2105/1971/1837/1703/ 2105/1971/1837/1703/ 2350/2160/2015/1871/
rflow rate m/h 1417/1283/1150 1568/1434/1300 1568/1434/1300 1776/1533/1400
External static pressure? Pa 40 (10-160) 50 (10-160) 50 (10-160) 50 (10-160)
Sound pressure level® dB(A) 39/37/35/33/31/29/28 40/38/36/34/32/30/29 40/38/36/34/32/30/29 42/40/38/36/34/33/31
Sound power level dB(A) 60/58/56.5/55/53.5/52/50 64/62/61.5/59.5/57.5/55/53 64/62/61.5/59.5/57.5/55/53 65/63/61/58.5/56.5/54/52
Net dimensionss
WXHXD) mm 1400x245%750
f Packed dimensions
Unit
(WXHXD) mm 1565%305%885
Net/Gross weight kg 37/420 39/44.0 39/440 39/44.0
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm 295210159
connections
Drain pipe mm

Notes:

1. Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.

2. Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.

3. Fan motor speed and air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.

4. Stable operation external static pressure range. (Note: setting external static pressure outside the unit’s optimal static pressure range may lead to higher noise levels and lower airflow rate. For the optimal external

static pressure range refer to the unit’s installation manual.)

5. Sound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.5m below the unit in a semi-anechoic chamber.
6. The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual

Specifications

Medium Static Pressure Duct(Dehumidify Series)

Model name MIH45T2N18(Q) MIH56T2N18(Q) MIH71T2N18(Q) MIH80T2N18(Q)
Power supply 1-phase, 220-240V, 50Hz
kw 45 56 7.1 80
Capacity
Cooling’ kBut/h 154 191 242 273
Input W 50 63 69 88
kw 50 63 80 90
Capacity
Heating? kBut/h 17.1 215 273 307
Input W 50 63 69 88
Airflow rate? mih 823/796/769/742/ 900/860/820/780/ 1128/1079/1030/982/ 1225/1160/1095/1030/
714/687/660 740/700/660 933/884/835 965/900/835
External static pressure® Pa 30(10-160) 30(10-160) 30(10-160) 40(10-160)
Sound pressure levels dB(A) 31/30/29/28/27/26/25 32.5/31/30/29/28/26/25 33/32.5/32/31/30.5/30/29 35/34/33/32/31/30/29
Sound power level dB(A) 52/51/50/49/47/46/45 54/53/52/51/48/46/45 57/55/54/52/51/50/49 58/56/55/54/52/50/49
Net dimensionsé (WxHxD) mm 800%x245x750 1050x245x750
Unit Packed dimensions (WxHxD) mm 965%305%885 1215%305%885
Net/Gross weight kg 25.0/285 25.0/285 31.0/350 31.0/350
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm 06.35/012.7 09.52/0159
connections Drain pipe mm OD 025
Model name MIH90T2N18(Q) MIH112T2N18(Q) MIH140T2N18(Q)
Power supply 1-phase, 220-240V, 50Hz
kw 9.0 1.2 140
Capacity
Cooling' kBut/h 30.7 382 478
Input W 29 132 166
kw 100 125 160
Capacity
Heating? kBut/h 341 427 546
Input W 99 132 166
Airflow rate’ mih 1568/1523/1479/1434/ 1837/1748/1658/1569/ 2105/1971/1837/1703/
1389/1345/1300 1479/1390/1300 1568/1434/1300
External static pressure* Pa 40(10-160) 40(10-160) 50(10-160)
Sound pressure level® dB(A) 36.5/36/35.5/35/34/33.5/33 39/38/37.5/36.5/35/34/33 40/38/36/34/32/30/29
Sound power level dB(A) 59/58.5/58/57/57.5/57/56 60/59/58.5/58/57.5/57/56 64/62/61.5/59.5/57.5/55/53
Net dimensions® (WxHxD) mm 1400x245%750
Unit Packed dimensions (WxHxD) mm 1565x305x885
Net/Gross weight kg 39.0/44.0 39.0/44.0 39.0/44.0
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm ©9.52/015.9
connections Drain pipe mm oD 125
Notes:

1. Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.

2. Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.

3. Fan motor speed and air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.

4. Stable operation external static pressure range. (Note: setting external static pressure outside the unit's optimal static pressure range may lead to higher noise levels and
lower airflow rate. For the optimal external static pressure range refer to the unit's installation manual.)

5.Sound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.5m below the unit in a semi-anechoic chamber.

6. The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual




Specifications

High Static Pressure Duct

Specifications

High Static Pressure Duct

1.Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.
2.Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.
3.Fan motor speed and air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.
4.Stable operation external static pressure range. (Note: setting external static pressure outside the unit's optimal static pressure range may lead to higher noise levels and lower airflow rate. For the
optimal external static pressure range refer to the unit's installation manual.)
5.Sound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.4m below the unit in a anechoic chamber.
6.The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual.

7.All specifications are measured at standard external static pressure.

Model name MIH56TIN18 MIH71TIN18 MIH80TIN18 MIH90T1N18 Model name MIH200T1N18 MIH224T1N18 MIH252T1N18 MIH280T1N18
Power supply 1-phase, 220-240V, 50Hz Power supply 1-phase, 220-240V, 50Hz
) Kw 56 /1 8 ° KW 20 24 252 28
Capacity Capacity
i kBut/h 19.1 242 273 307
Cooling! u/ Cooling’ KBut/h 683 765 860 956
Input w 159 159 159 196
Input w 780 780 780 780
KW 63 8 9 10
Capacity kw 225 25 26 315
Heating? kBut/h 215 273 307 341 Capacity
Heating? kBut/h 768 853 88.7 1075
Input w 159 159 159 196
Input w 780 780 780 780
1360/1281/1201/1122/ 1360/1281/1201/1122/ 1360/1281/1201/1122/ 1500/1413/1325/1238/
Airflow rate3 m¥/h
1043/963/884 1043/963/884 1043/963/884 1150/1063/975 . ) 4700/4387/4073/3760/ 4700/4387/4073/3760/ 4700/4387/4073/3760/ 4700/4387/4073/3760/
i 3 13,
Alrlow rate me/ 3447/3133/2820 3447/3133/2820 3447/3133/2820 3447/3133/2820
External static pressure* Pa 80(0-250)
) P 200(0-400)
Sound pressure levels dB(A) 39/38/36/35/33/32/30 39/38/36/35/33/32/30 39/38/36/35/33/32/30 40/39/37/36/34/33/31 External static pressure® ¢
Sound pressure levels dB(A) 51/50/48/46/44/43/42 51/50/48/46/44/43/42 51/50/48/46/44/43/42 51/50/48/46/44/43/42
Sound power level dB(A) 59/56/54/53/51/49/47 59/56/54/53/51/49/47 59/56/54/53/51/49/47 63/60/58/56/54/52/50
Sound power level dB(A) 74/72/70/68/66/64/62 74/72/70/68/66/64/62 74/72/70/68/66/64/62 74/72/70/68/66/64/62
Net dimensionss (WxHxD) mm 1050%299x750
Net dimensionss (WxHxD; mm 1300x580x900
Unit Packed dimensions (WxHxD) mm 1215%359%890 ! ( )
Unit Packed dimensions (WxHxD) mm 1530%730x1060
Net/Gross weight kg 35/385 35/385 35/385 35/385
Net/Gross weight kg 125/150 125/150 125/150 125/150
Refrigerant type R410A/R32 R410A/R32 R410A/R32 R410A/R32
Refrigerant type R410A/R32 R410A/R32 R410A/R32 R410A/R32
Pipe Liquid/Gas pipe mm 06.35/012.7 0©9.52/015.9 9 P
connections Drain pipe mm 0D 025 Pipe Liquid/Gas pipe mm ©9.52/019.1 012.7/022.2
connections Drain pipe mm OD 032
Model name MIH112T1N18 MIH125T1N18 MIH140T1N18 MIH160T1N18 Model name MIH335T1N18 MIH400T1N18 MIH450T1N18 MIH560T1N18
Power supply 1-phase, 220-240V, 50Hz Power supply 1-phase, 220-240V, 50Hz
. kw 2 125 1 10 kw 335 40 45 s6
Capacity Capacity
i kBut/h 382 427 478 546
Cooling . Cooling' KBut/h 1143 1365 1536 1911
Input w 248 252 284 339
Input w 810 1850 1850 2030
kw 125 14 16 18
Capacity kw 38 45 56 63
Heating? kBut/h 427 47.8 54.6 614 Capacity
Heating? kBut/h 129.7 1536 1911 2150
Input w 248 252 284 339
Input W 810 1850 1850 2030
2140/2015/1890/1766/ 2150/2025/1899/1774/ 2400/2260/2120/1980/ 2600/2448/2297/2145/
Airflow rate3 m¥/h
1641/1516/1391 1649/1523/1398 1840/1700/1560 1993/1842/1690 Aiflow rates " 4700/4387/4073/3760/ 7500/7000/6500/6000/ 7500/7000/6500/6000/ 8400/7840/7280/6720/
riowrate m 3447/3133/2820 5500/5000/4500 5500/5000/4500 6160/5600/5040
External static pressure* Pa 80(0-250) 100(0-250)
Sound pressure levels dB(A) 41/40/38/37/35/34/32 41/40/39/37/36/35/33 43/42/40/39/37/36/34 44/43/41/40/38/37/35 External static pressure® Pa 200(0-400) 300(0-400)
Sound pressure levels dB(A) 52/51/49/48/46/44/43 58/56/54/52/50/49/48 58/56/54/52/50/49/48 59/58/56/54/53/51/49
Sound power level dB(A) 63/61/59/57/56/54/52 66/64/62/60/58/56/54 67/64/62/60/58/57/55 68/66/64/62/60/59/57
Net dimensions® (WxHxD) mm 1400x299x750 Sound power level dB(A) 74/72/70/68/66/63/61 79/78176/74/72/70/67 79/78/76/74/72/70/67 81/80/77/75/73/71/69
Unit Packed dimensions (WxHxD) mm 1565%359x890 Net dimensionss (WxHxD) mm 1300x580x900 1850x580x900
Net/Gross weight kg 44.5/485 46.5/50.5 46.5/50.5 465/50.5 Unit Packed dimensions (WxHxD) mm 1530%730x1060 2080x730x1060
Refrigerant type R410A/R32 R410A/R32 R410A/R32 R410A/R32 Net/Gross weight kg 128/153 166/204 166/204 1707208
Pipe Liquid/Gas pipe mm ®©9.52/015.9 Refrigerant type R410A/R32 R410A/R32 R410A/R32 R410A/R32
connections Drain pipe mm 0D 025 Pipe Liquid/Gas pipe mm 012.7/0254 0127/0254 015.9/0286
connections Drain pipe mm OD 032

1.Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.
2.Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.

3.Fan motor speed and air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.

4.Stable operation external static pressure range. (Note: setting external static pressure outside the unit's optimal static pressure range may lead to higher noise levels and lower airflow rate. For the
optimal external static pressure range refer to the unit's installation manual.)
5.5ound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.4m below the unit in a anechoic chamber.

6.The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual.
7.All specifications are measured at standard external static pressure.




Specifications

Wall Mounted
Model MIH15GN18 MIH22GN18 MIH28GN18 MIH36GN18
Power supply 1-phase, 220-240V, 50Hz
kw 15 22 28 36
Capacity
Cooling' kBtu/h 5.1 75 96 123
Power input W 18 21 24 27
kw 1.7 24 32 4
Capacity
Heating? kBtu/h 58 82 109 136
Power input W 18 21 24 27
Air flow rate? m’/h 460/440/420/400/380/360/340 500/470/440/410/390/370/340 540/510/470/430/400/370/340 580/540/500/460/420/380/340
Sound pressure level* dB(A) 32/31/30/30/29/28/27 33/32/31/30/29/28/27 35/34/33/32/31/30/28 37/36/34/33/31/30/28
Sound power level dB(A) 45/44/43/43/42/41/40 46/45/44/43/42/41/40 50/49/48/47/46/44/42 54/53/51/50/48/46/44
Net dimensionss « «
(WXHXD) mm 750X 295X 265 750X 295 X265 750X 295 X265 750X 295 X265
i Packed dimensions
unit (WXHXD) mm 875%385%360 875x385%360 875x385x360 875x385x360
Net/Gross weight kg 9/11.5 9/11.5 10/12.5 10125
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm 2635/012.7 2635/012.7 2635/012.7 06.35/012.7
connections Drain pipe mm oD @16 oD 216 0D 216 0D Q16
Model MIH45GN18 MIH56GN18 MIH71GN18 MIH80GN18
Power supply 1-phase, 220-240V, 50Hz
kw 45 56 7.1 8
Capacity
Cooling' kBtu/h 154 19.1 242 273
Power input W 30 40 50 65
kw 5 6.3 8 9
Capacity
Heating® kBtu/h 17.1 215 273 30.7
Power input W 30 40 50 65
Alr flow rate’ m*/h 720/670/620/560/510/460/410 860/780/700/620/550/480/410 1220/1120/1030/940/850/750/660 | 1380/1260/1140/1020/900/780/660
Sound pressure level* dB(A) 37/35/33/32/31/30/29 41/39/37/35/33/31/29 44/42/40/38/36/34/32 45/43/41/39/37/35/32
Sound power level dB(A) 54/52/50/49/48/46/44 56/54/52/50/48/46/44 58/56/54/52/50/48/46 60/57/55/53/50/48/46
Net dimensions®
(WXHXD) mm 950X 295X 265 950X 295 X 265 1200x295%265 1200%x295%265
Unit Packed dimensions
(WXHXD) mm 1075%385%360 1075x385x%360 1315%385x%360 1315%385x%360
Net/Gross weight kg 11.5/14 11.5/14 15/18 15/18
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm ©6.35/012.7 ©6.35/012.7 ®9.52/015.9 9.52/015.9
connections Drain pipe mm oD @16 oD 16 oD @16 oD @16

Notes:

1. Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.
2. Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.

3. Air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.

4. Sound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 0.8m below the unit in an anechoic chamber.
5.

. The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual.

Specifications

Floor Standing F3(concealed)

Model name MIH22F3N18 MIH28F3N18 MIH36F3N18 MIH45F3N18 MIH56F3N18 MIH71F3N18 MIH80F3N18
Power supply 1-phase, 220-240V, 50Hz
kw 2.2 28 36 45 56 7.1 8
Capacity
Cooling kBut/h 75 9.6 123 154 19.1 242 273
Input W 35 35 40 44 45 53 62
kw 24 32 4.0 50 6.3 8.0 9.0
Capacity
Heating? kBut/h 8.2 10.9 13.7 171 215 273 307
Input W 35 35 41 46 47 57 64
External static pressure? Pa 0-60
524/503/488/471/ |636/611/584/557/ | 781/756/738/717/
Airflow rate3 m/h 473/464/454/449/439/431/426 928/893/865/834/803/770/739
450/427/408 533/507/483 683/651/624
36.5/35.5/34.5/34/ | 37/36/35/34/33/ 36.5/36/35/34/
Sound pressure level* dB(A) 34.5/34/335/32.5/32/31/30.5 40.5/39.5/38.5/37.5/36.5/36/34.5
33/32/31 32/30 33.5/325/315
51/50/49/48/47/ | 52/51/50/49/48/ | 51/51/50/49/48/
Sound power level dB(A) 49/48/48/47/47/46/46 46/46 47/46 48/47 55/54/53/52/52/51/50
Net dimensionss (WxHxD) mm 915%470x200 1133x470%200 1253x566x200
Unit Packed dimensions (WxHxD) mm 985%555%255 1205%555%255 1325%650%255
Net/Gross weight kg 16.3/20.0 16.9/20.7 20.0/244 24.3/30.0 26.1/31.8
Refrigerant type R410A/R32
pipe Liquid/Gas pipe mm ®6.35/012.7 ©9.52/015.9
connections
Drain piping mm OD 0185
Floor Standing F4/F5(Exposed)
Model name MIH22F4N18 MIH28F4N18 MIH36F4N18 MIH45F4N18 MIH56F4N18 MIH71F4N18 MIH80F4N18
Model name MIH22F5N18 MIH28F5N18 MIH36F5N18 MIH45F5N18 MIH56F5N18 MIH71F5N18 MIH80F5N18
Power supply 1-phase, 220-240V, 50Hz
X kw 22 28 36 45 56 7.1 8
Capacity
Cooling’ kBut/h 75 9.6 123 154 19.1 242 273
Input W 35 35 40 44 45 53 62
) kw 24 32 4 5 63 8 9
Capacity
Heating? kBut/h 82 109 13.7 171 215 273 30.7
Input W 35 35 41 46 47 57 64
Extemal stati . Pa(F4) 010
xternal static pressure
P Pa(Fs) 0-10
532/512/501/483/ | 689/663/639/608/| 934/904/888/860/
ﬂ m¥/h(F4) 507/490/482/466/449/450/435 ea35/aa 7515607505 1786754 1054/1011/992/955/924/889/841
Airflow rate3
m3/h(F5) 498/486/475/464/453/441/430 S08/491/474/458(| 692/665/637/610/| 811/785/759/732/ 930/895/860/825/790/755/721
441/424/407 582/555/528 706/680/653
38/37/36/35/34/ | 43/42/41/40/39/ | 41.5/41/40/39/38/
dB(A)(F4) 36/35/34.5/34/33/32.5/32 33/32 38/37 37,36 46/45.5/45/44/43/42/41
Sound pressure levelt 35/34/33/32/31/ | 38/37/36/35/34/ | 35/34.5/34/33/
dB(A)(F5) 32.5/32/31.5/31/30.5/30/29 )y 39.5/39/38/37/36/35/34
30/29 325/315 32.5/32/31
52/52/51/50/49/ | 55/54/54/53/52/ | 53/52/52/52/51/
dB(A)(F4) 52/51/51/50/50/49/49 48/47 51/51 51/50 57/56/55/54/53/53/52
Sound power level4
dB(A)F5) 51/50/49/49/48/48/48 51/50/49/48/47/ | 53/53/52/51/50/ | 51/50/50/50/49/ 54/53/52/51/50/50/49
47/46 49/48 49/48
gi - D mm(F4) 1020x495x200 1020x495x200 1240x495x200 1360x591x200
Net dimensions? (WD) mmiFs) 1020x495%200 1020x495%200 | 1240x495x200 1360x591x200
i mm(F4) 1125%595%285 1125%595%285 1345x595%285 1465x695%285
Unit Packed dimensions (WxHxD)
mm(F5) 1125x595%285 1125x595%285 1345x595%285 1465x695%285
X kg(F4) 21.1/279 21.9/286 26.3/32.9 32.1/410 333/411 3337421
Net/Gross weight
kg(F5) 21.1/268 21.9/276 26.3/324 32.1/394 333/411 333/411
Refrigerant type R410A/R32
Liquid/Gas pipe mm 06.35/012.7 ©9.52/015.9
Pipe connections
Drain piping mm OD 0185

Notes:

1. Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.
2. Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.

3. Fan motor speed and air flow rate are from the highest to the lowest, total 7 rates for each model.
4. Sound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.5m below the unit in a anechoic chamber.
5. Unit body dimensions given are the largest external dimensions of the unit, including hanger attachments.




Specifi

cations

Ceiling&Floor
Model name MIH36DLN18 MIH45DLN18 MIH56DLNN18 MIH71DLN18 MIH80DLN18
Power supply 1-phase, 220-240V, 50Hz
kw 36 45 56 7.1 8
Capacity
Cooling’ kBut/h 123 154 19.1 242 27.3
Input W 16 24 40 42 56
kw 4 5 6.3 8 9
Capacity
Heating? kBut/h 137 171 215 27.3 30.7
Input W 16 24 40 42 56
Airf , h 564/539/514/492/ 712/674/637/603/ 927/883/840/794/ 1128/1062/1024/ 1300/1218/1138/
irilow rate m?/ 467/445/424 565/531/500 751/707/665 926/860/791/729 1057/982/904/824
Sound levelt 4B 32/30/29/28/ 36/35/34/33/ 43/41/40/38/ 43/40/39/37/ 45/44/42/40/
Ound pressure leve 27/26/25 32/31/30 36/34/33 35/34/33 38/36/34
Sound power level dB(A) 43/42/40/39/ 47/45/45/43/ 54/53/51/50/ 54/53/52/51/ 55/53/51/50/
P 38/38/37 42/41/40 48/47/45 49/48/48 49/46/44
Net dimensionss (WxHxD) mm 1069x674%x234 1284x674%x234
Unit Packed dimensions (WxHxD) mm 1190x755%313 1405%755%323
Net/Gross weight kg 24.7/29.5 24.7/29.5 24.7/29.5 29.8/34.8 29.8/34.8
Refrigerant type R410A/R32
Pipe Liquid/Gas pipe mm ®6.35/012.7 ©9.52/015.9
connections
Drain pipe mm OD ©25
Model name MIH90DLN18 MIH100DLN18 MIH112DLN18 MIH125DLN18 MIH140DLN18
Power supply 1-phase, 220-240V, 50Hz
kw 9 10 1.2 125 14
Capacity
Cooling' kBut/h 30.7 34.1 382 427 478
Input W 75 50 65 95 140
kw 10 12 125 14 16
Capacity
Heating? kBut/h 341 382 427 478 546
Input W 75 50 65 95 140
Airfl 5 h 1480/1397/1302/1218/ 1497/1469/1296/1200/ 1648/1530/1469/1292/ 2012/1879/1772/1649/ 2206/2070/1937/1810/
rflow rate m 1138/1056/979 1104/1015/918 1178/1067/956 1531/1469/1285 1677/1516/1402
Sound levelt dB(A) 48/47/46/44/ 42/40/39/37/ 44/42/41/39/ 49/48/46/44/ 51.5/50/48/46/
ound pressure feve 42/40/37 35/33/32 37/35/33 42/40/38 44/42/40
Sound power level AB(A) 58/57/55/54/ 54/53/51/50/ 56/54/53/51/ 60/59/58/56/ 63/62/60/58/
P 52/50/49 48/46/44 49/47/45 54/53/51 56/54/53
Net dimensionss (WxHxD) mm 1284%674x234 1649x674x234
Unit Packed dimensions (WxHxD) mm 1405x755%323 1770x755%323
Net/Gross weight kg 29.8/34.8 36.4/42.7 36.4/42.7 36.4/42.7 36.4/42.7
Refrigerant type R410A/R32
. . ©9.52/0159
Pipe Liquid/Gas pipe mm
connections
Drain pipe mm OD 025

Notes:

1.Indoor temperature 27°C DB, 19°C WB; outdoor temperature 35°C DB; equivalent refrigerant piping length 7.5m with zero level difference.
2.Indoor temperature 20°C DB; outdoor temperature 7°C DB, 6°C WB; equivalent refrigerant piping length 7.5m with zero level difference.

3.Fan motor speed and air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.
4.Sound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.5m below the unit in a semi-anechoic chamber.
5.The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual.

Specifications

Small Airflow Rate Fresh Air Processing Duct

Model name MIH90FASN18 MIH140FASN18 MIH160FASN18
Power supply 1-phase, 220-240V, 50Hz
kw 9.0 14.0 16.0
Capacity
Cooling1 kBut/h 30.7 47.8 546
Input W 80 165 185
kw 8.1 125 14.0
Capacity
Heating2 kBut/h 276 427 47.8
Input W 80 165 185
Airflow rate3 m3/h 690/633/575/518/ 1100/1008/917/ 1230/1128/1025/
460/403/345 825/733/642/550 923/820/718/615

External static pressure4 Pa 100 (0-300) 150 (0-300) 150 (0-300)
dB(A) 39/37.5/36/34/ 44.5/42.5/40/37/ 44.5/43/41/38/
Sound pressure levelS 325/30.5/29 35/33/32 36/34/325
Net dimensions6 (WxHxD) mm 1095%310%773 1095%*310%773 1095%*310%773
Unit Packed dimensions (WxHxD) mm 1215%360*885 1215%*360*885 1215%*360*885
Net/Gross weight kg 37/415 40/435 40/435
Liquid/Gas pipe mm ©9.52/d15.9 ©9.52/®015.9 ®9.52/015.9
Pipe
connections
Drain pipe mm OD 125

Notes:

1.Indoor temperature 33°C DB, 28°C WB; outdoor temperature 33°C DB; equivalent refrigerant piping length 7.5m with zero level difference.
2.Indoor temperature 0°C DB; outdoor temperature 0°C DB, -2.9°C WB; equivalent refrigerant piping length 7.5m with zero level difference.
3.Fan motor speed and air flow rate are from the highest speed to the lowest speed, total 7 rates for each model.

4.Stable operation external static pressure range. (Note: setting external static pressure outside the unit's optimal static pressure range may lead to higher noise levels and lower airflow rate. For the optimal

external static pressure range refer to the unit’s installation manual.)

5.5ound pressure level is from highest level to lowest level, total 7 levels for each model. Sound pressure level is measured 1.5m below the unit in a semi-anechoic chamber.
6.Unit body dimensions given are the largest external dimensions of the unit, including hanger attachments.

7.All specifications are measured at standard external static pressure

8When fresh air processing units are installed together with standard indoor units, the total capacity of the fresh air processing units must not exceed 30% of the total capacity of the outdoor units and the total

combination ratio must not exceed 100%.
9.When there are only fresh air processing units in the system, the combination ratio is 50-100%.




Specifications

HRV
Sale Model HRV-D200(C) HRV-D300(C) HRV-D400(C) HRV-D500(C)
Power supply Ph-V-Hz 1-phase, 220-240V-50Hz
Input power (H/M/L)(standard G4) W 70/45/25 100/55/35 110/70/40 150/95/50
Input power (H/M/L)(F7+M5) 2 80/40/25 100/55/35 110/70/40 150/95/50
Nominal Temperature Efficiency % 79.5/81.1/835 75.5/788/82.5 77.7/79.0/813 806/822/85.5
(standard G4) (H/M/L) ° IO O OO0 SOIZREET DIOLLEE
Nominal Enthalpy Efficiency
(standard G4) (H/M/L) % 75.0/77.5/79.6 72.1/75.0/79.3 73.5/75.3/78.0 74.0/76.6/80.5
Nominal Temperature Efficiency % 81.8/854/875 80.4/818/835 79.2/811/833 77.20794/82.5
(F7+M5) (H/M/L) : . . : : . ; : : ’ : .
Nominal Enthalpy Effi
M Gy e % 81.2/83.1/850 79.4/81.2/84.0 79.6/81.8/84.2 723/756/786
Current A 064 084 097 12
Indoor external static pressure
(H speed+ standard G4) Pa 100 90 100 EY
Fresh air external static pressure
(H speed +F7+M5) Pa 75 70 70 65
Discharge air external static pressure
(H speed <F7iME) Pa 100 110 110 110
Nominal air flow m3/h 200 300 400 500
Sound Pressure (H/M/L) dB(A) 33/29.5/25.5 36.5/33.5/30 36.5/32/28 36/30.5/24.5
Sound Power dB 45 48 48 50
Net dimension' (LxWxH) mm 1195X784x272 1195x898x272 1276X1189%x272 1311x1090%390
Packing size (LxWxH) mm 1275%880x420 1275%x994x420 1360x1284x420 1390x1244x540
Net/Gross weight kg 51/68 57/74 72/92 62/85

Wire qty. 3 3 3 3
Power supply wire

Code wire cross- section mm2 25 25 25 25
Controller Wired controller, Centralized controller, BMS gateway

Fresh Air Diameter mm 0144 0144 198 0244
Fresh air

Air drop Pa 52 179 218 357

Specifications

HRV
Sale Model HRV-D800(C) HRV-D1000(C) HRV-D1500(C) HRV-D2000(C)
Power supply Ph-V-Hz 1-phase, 220-240V-50Hz
Input power (H/M/L)(standard G4) W 320/170/80 380/210/100 680/320/200 950/500/230
Input power (H/M/L)(F7+M5) W 320/170/80 420/230/100 680/320/200 950/500/230
g%”g('j”aargég p(f{/wg Efficiency % 787/82.1/86.8 828/840/87.4 755/786/80.2 77.2/795/83.4
Z%”Qidgi'jgi??mﬂsﬁc‘e”cy % 723/75.4/790 76.0/76.0/80.1 694/712/748 747/77.0/806
e Temperature Eficency % 749/77.1/808 754/780/814 83.8/846/86.2 78:8/80.5/834
Nomina) Enthatoy Efficiency % 71.1/744/78.0 673/711/750 746/76.2/788 71.1/75.01796
Current A 24 29 38 57
Indoor external static pressure
(H speed+ standard G4) Pa 140 160 180 200
(Fge:geiéeféiz‘ﬂss)tat“c pressure Pa 100 110 150 160
Discharge air external static pressure
(H speed +F7+Ms) Pa 155 145 180 180
Nominal air flow m3/h 800 1000 1500 2000
Sound Pressure (H/M/L) dB(A) 42/39/34 44/39/33.5 51.5/46.5/41.5 53/48.5/42.5
Sound Power dB 55 54 69 70
Net dimension' (LXWxH) mm 1311x1270%390 1311x1510x390 1740x1344x615 1811x1545%x685
Packing size (LxWxH) mm 1390x1424x540 1390x1670x540 1830x1520x770 1900x1720x845
Net/Gross weight kg 77/101 85/112 168/200 195/235

Wire qty. 3 3 3 3
Power supply wire

Code wire cross- section mm? 25 25 25 25
Controller Wired controller, Centralized controller, BMS gateway

Fresh Air Diameter mm 0244 0244 346%326 346x%326
Fresh air

Air drop Pa 357 384 253 322

Note:

1.The dimension is only the body size, excluding the size of the installation lug, connecting copper pipe, etc. For detailed dimensions, please refer to the installation manual.




